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General Description

2 Remove the faulty power supply or the power supply blank to 
add a second power supply

When replacing a faulty power supply, press on the blue handle and 
pull the power supply out of the chassis.

1 Insert the AC Power Cord into the Power Supply

Insert the AC power supply into the power supply bay. There is ‘click’ 
sound when fully engaged. 

Align and connect the AC power cord into the AC power supply 
(3-prong terminal). 

Replacing a Faulty or Adding a Second AC PSU

When adding a second power supply, remove the power supply blank 
by loosening the thumbscrews with the #2 Philips screwdriver and pull-
ing the blank from the chassis.

The EC-M-H AC base confi guration includes two power supplies. The AC 
Power Supply Unit (AC PSU) can replace a faulty power supply.

The EC-S-P AC base confi guration includes a single power supply. The AC 
Power Supply Unit can be added as a second power supply or to replace a 
faulty power supply.

The PSU is hot-swappable when added as a second power supply.

Initial AC PSU Installation

1 (Replacing the AC PSU) Disconnect Power Supply

To remove the power supply connection, disconnect the AC power cord 
by pulling it out from the power supply.

3 Remove the Power Supply from the Packaging

4 Insert the New Power Supply

Ensure the power supply is fully engaged in the system. The blue latch will 
click when the power supply is fully engaged.

5 Connecting the AC Power Supply

Insert the AC power cord into the power supply and connect to the power 
source outlet.

Power Supply Unit, AC

Before You Begin

 Check your packing slip to verify 
that you have all the necessary 
items. 

 Prepare to install the module in 
a proper ESD (Electrostatic Dis-
charge) environment.

 Make sure you have a #2 Phillips 
screwdriver.

Warranty
This hardware product is protected by an HPE Aruba Networks war-
ranty. For more details visit www.hpe.com/us/en/support.html and 
select the “HPE, Servers, Storage, and Networking” option from the 
Product Support menu to access HPE’s Warranty Check.
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