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Installation Guide

Hewlett Packard Enterprise Company
Attn: General Counsel
WW Corporate Headquarters
1701 E Mossy Oaks Rd
Houston, TX 77389

1.800.943.4526 (toll-free in USA)
+1.650.750.0350

Support:
https://networkingsupport.hpe.com/
home

NOTES: 
• Read guide thoroughly before installation

• Begin installing the rails in the allotted space clos-
est to the bottom of the rack enclosure.

D Bracket Coupling

If there are multiple gateways stacked verticallly:

Install 12-24 Slotted Hex Bolts at the location shown to 
“Couple“ the brackets. Bolts may be installed from the 
top or bottom.

A Rail kit contents

Rack Kit
Left 1U Conversion Brackets – 13” Long (2)

Right 1U Conversion Brackets – 13” Long (2)

Rack Hardware Kit
10-32 Phillips Head Screws (9)

12-24 Phillips Head Screws (9)

M6 Phillips Head Screws (9)

Bracket Hardware Kit
12-24 Phillips Head Screws (13)

12-24 Cage Nut (13)

Before You Begin

 Check your packing slip to verify 
that you have all the necessary 
items.   

 Make sure you have a #2 Phillips 
screwdriver. You may also need a 
fl at-tipped screwdriver.

B Attach Brackets

Determine the location of the equipment in the rack. 
Screw the (4) brackets to the rack using the appropriate 
screws from the Rack Hardware Kit. The four brackets 
are oriented with the two mounting holes facing up and 
the four lightening holes facing out. Ensure the bolts 
attach the bracket lightly to the rack

C Check for Bracket Pretension

Make sure the brackets are attached correctly such 
that the slightly upward tilt is present, This allows for 
greater weight capacity.

EC-L-H
EC-XL-H

1-RU WITH RAILS

Center Mounted 
Rail Kit

INSTRUCTIONS

Supplement

Equipment Installation 
The 2Post Conversion kit creates a standard depth 4 
Post rack. Equipment designed for square holes will 
typically install without issues. Use the provided cage 
nuts and screws from the Bracket Hardware Kit when 
threaded holes are required

For equipment compatibility information , 
refer to www.RackSolutions.com/hp


